
PRESSURE PROTECTION VALVE (PPV)

PPV Series
• Material: Black anodized aluminum
• Diaphragm: Low-temp Buna
• Temp Rating: -40°F To +180°F (-40°C To 82°C)
• Max Pressure: 200 PSI max. supply 
Pressure to open Adjustable 45-95 psi, pressure to close adjustable 40-90 psi.
Downstream check,  (optional) stainless steel adjustment screw
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Closing Opening
Thread Thread Pressure Pressure

PART No. "A" "B" (P.S.I.) (P.S.I.)
PPV90PC-60/65-6C 1/4 NPTF 1/4 NPTF 60 65

Closing Opening
Thread Thread Pressure Pressure

PART No. "A" "B" (P.S.I.) (P.S.I.)
PPV-60/65-B 1/4 NPTF 1/4 NPTF 60 65

DISCONTINUED PRODUCT LIMITED STOCK SEE PPV90PC-60/65-6C 

PPV Series
• Material: Black anodized aluminum
• Diaphragm: Low-temp Buna
• Temp Rating: -40°F To +225°F (-40°C To 107°C)
• Max Pressure: 200 PSI max. supply

Reverse check when closed.
Non adjustable standard.
Panel mount standard. 
Light weight only 5-1/2 oz.
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